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Introduction 
The PowerShaper EV charger (an emonEVSE made in Wales by 
Megni/OpenEnergyMonitor) is an OLEV approved smart EV charger which can be operated 
remotely as part of a demand side response programme and/or in response to changing 
electricity prices. 
 
The EV charger is connected in the same way as any other EV charger to your home 
electrical distribution. 

Installation setup 

 
 
1. Immersion heater with WiFi-enabled relay switch. This is connected via WiFi to the 

HEMS. 
2. Your home router which is connected to the internet. 

3. The PowerShaper Home Energy Management System (HEMS) connected to the 
router via an ethernet cable or if necessary a powerline adapter.  

4. Electric vehicle charger. A WiFi enabled electric vehicle charger. This is connected 
via WiFi to the HEMS.  



 

Connecting to the EV charger user interface 
The EV charger has its own web UI which can be accessed by following the below steps: 
 

1. With a computer or other device connect to the HEMS private secure wifi network 
using the password provided. More information on connecting to the HEMS wifi 
network 

2. Navigate to openevse-XXXX.local (where XXXX is the first 4 characters of the serial 
number of the EV charger) in your browser or by somehow determining the IP 
address of the EV charger and entering this into your browser. 

3. You should now see something like the below screenshot: 

 



Web user interface 
The web user interface of the EV charger can be used to set timers and schedules or 
connect the EV charger to a range of upstream services provided by third parties (such as 
PowerShaper).  
 
For more information please see the dedicated manufacturer help website: 
https://guide.openenergymonitor.org/integrations/evse-setup/  

Resources 
PowerShaper website: https://powershaper.io  
HEMS User Guide: https://carbon.coop/powershaper-hems-user-guide 
Relay Controller User Guide: https://carbon.coop/powershaper-relay-controller-user-guide/  
 
Email: powershaper@carbon.coop  
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